LOW CHARGE
Plate Evaporative Condenser

ISOTHERM, INC.

Manufacturer of Heat Transfer and Refrigeration Equipment




» Higher thermal efficiency
» Low refrigerant charge

» Complex condensation characteristics
due to inside cross flow geometry

Hagh- Effciemcy
Corvideniing Plate

» Enhanced water side heat and mass
transfer due to outside surface geometry

» Lower water consumption

FeEsh Bat Irbhe

» Lower fan power

» Laser welded stainless steel plate packs
versus conventional galvanized tubular coils

» Ultra galvanized steel for enclosures - option for all stainless steel
» High efficency axial fan/ motors - VFD compatible
» Large access doorways to dry section and wet section

» Complete units fit in 20 ft or 40 ft containers

» Caged Ladders, Upper Railings, Davit Arms, Sump Heaters available on all units
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________________________________________________________
STAINLESS STEEL PLATE EVAPORATIVE CONDENSERS

H?lrg;l;al Fan Data Pump Data  |Ammonia(Shipping|Operating Dimensions
MODEL | Rejection QuantityBlowing Rate| Power [Flow Rate| Power | Charge | Weight | Weight | A B C
TR Unit CFM HP GPM HP Lbs Lbs Lbs | Inches | Inches | Inches

IPC-600 170 1 36,492 5.4 308 2 35 6614 | 10141 85 88 155
IPC-800 242 2 36,492 2X5.4 440 3 47 9215 | 13553 121 88 155
IPC-1100 313 2 36,492 2X5.4 440 3 65 11244 | 17527 135 88 164
IPC-1500 426 3 36,492 3X5.4 660 4 88 15322 | 23810 184 88 164
IPC-1800 511 3 43,555 374 793 5.4 106 17747 | 28109 213 88 164
IPC-2700 767 4 43,555 4X7.4 | 2X660 2¥4 159 25353 | 40345 313 88 164
IPC-3500 994 5 43,555 SX7.4 | 2X660 | 2X4 205 | 32187 | 51368 | 400 88 164

HEAT EMISSION CORRECTION INDEX FOR R-717

Condensin e
Temperaturg WET BULB TEMPERATURE in°F
(°F ) 50 |53.6|57.2 |60.8 |62.6|64.4 (66.2| 68 |69.8|71.6(73.4|75.2| 77 |78.8|80.6 |82.4|84.2
84.2 072|078 | 0.86 | 096 | 1.01 | 1.09 | 1.18 | 1.30 | 1.43 | 160 | 1.84 | 2.16 | 266 | - - - -
86.0 068 | 072|081 (088|094 | 100|107 (115|127 (140|159 |179|213| - - - -
87.8 064 | 068|074 (082 (086|091 (097 |1.04|112 (122 |136|152 (174|206 - - =
89.6 061 | 065|069 |074| 080|084 |0.89 (095|102 |110 (120|134 |149 | 170|202 - -
91.4 057 | 061 | 065|070 073|078 082|087 |092 (099|107 |116|129 (145|166 |197| -
93.2 055|058 | 062 | 066 | 069 | 0.72 | 0.76 | 0.80 | 0.86 | 0.90 | 096 | 1.04 | 1.14 | 1.27 | 1.42 | 169 | -
95.0 052 | 054 | 0.58 | 062 | 064 | 067 |0.70 |0.73 | 0.78 | 0.83 | 0.88 | 0.94 | 1.02 | 1.11 | 1.23 | 1.37 | 1.59
96.8 050 | 052 | 055 | 059 | 061 | 063 | 066 (069 | 072 | 075 | 081 | 086 | 092 | 100 | 1.09 | 1.22 | 1.35
98.6 047 | 0.49 | 052 | 055 | 058 | 059 (061 | 064 | 067 (070|073 | 0.79 | 0.84 | 090 | 097 | 1.06 | 1.21
100.4 045 | 047 | 0.49 | 053 | 055 | 0.56 | 0.58 | 0.60 | 0.62 | 0.65 | 0.68 | 0.72 | 0.76 | 0.82 | 0.88 | 0.96 | 1.04
102.2 043 | 045 | 047 | 050 | 052 | 053 | 0.54 | 0.56 | 0.58 | 061 | 0.63 | 0.67 | 0.70 | 0.74 | 0.80 | 0.86 | 0.95
104.0 0.42 | 0.43 | 0.45 | 048 | 0.49 | 0.50 | 0.52 | 0.53 | 0.55 | 0.58 | 0.60 | 0.62 | 0.66 | 0.69 | 0.73 | 0.78 | 0.85
105.8 040 | 041 | 0.43 | 045 | 046 | 0.47 | 0.49 | 0.50 | 0.52 | 0.54 | 0.56 | 0.58 | 0.61 | 0.64 | 0.67 | 0.71 | 0.76
107.6 039 (04 (041|043 | 044 | 045 (047 (048 1049 | 051 | 053|055 (057 (060|062 | 066 | 0.70
109.4 037 (038 039|041 | 042 | 043 (044 (045|046 | 048 |050 | 051 (053 (055|058 | 061 | 065
111.2 036 (037038 | 039 | 040 | 041 (042 (043|044 (046 | 047 | 049 (050 (052 | 054 | 057 | 0.60
113.0 034 (035036 037|038 | 039 (040 (041 042 |043 |044 |046 (047 | 049 | 051 | 053 | 056

HEAT EMISSION CORRECTION INDEX FOR R-22 AND R-134A

Condensin .

Temperaturg WET BULB TEMPERATURE inF
(°F) 50 | 53.6 | 57.2 | 60.8 | 62.6 | 66.2 | 68 | 69.8 | 71.6 | 73.4 | 75.2 | 77 | 78.8 | 82.4
84.2 08 | 094 | 103 | 115 | 137 143 | 155 | 168 1.92 210 | 225 | 210 - =
87.8 077 | 083 | 090 | 099 | 110 | 117 | 124 | 134 | 147 | 162 | 183 | 210 | 2.48 =
91.4 069 | 073 | 0.79 | 086 | 094 | 1.00 | 102 | 010 | 1.20 | 128 | 140 | 156 | 1.75 | 2.38
95.0 062 | 066 | 0.70 | 076 | 083 | 086 | 090 | 093 | 1.00 | 1.07 | 118 | 125 | 1.38 | 168
98.6 057 | 060 | 063 | 067 (072 | 076 | 078 | 082 | 085 | 090 | 096 | 1.02 | 1.10 | 130
102.2 055 | 057 | 059 | 062 | 065 | 068 | 070 | 072 | 075 | 079 | 0.84 | 088 | 095 | 110
105.8 048 | 049 | 052 | 054 | 057 | 059 | 061 | 063 | 066 | 068 | 0.71 | 075 | 0.78 | 0.0
109.4 044 | 046 | 048 | 050 | 052 | 054 | 055 | 057 | 059 | 061 | 063 | 066 | 0.68 | 0.75
113.0 041 | 042 | 044 | 046 | 048 | 049 | 050 | 052 | 053 | 055 | 056 | 058 | 061 | 0.66

FOR OTHER REFRIGERANTS, PLEASE CONTACT FACTORY.
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EMHANCED HEAT TRANGSFER

Corporate Office: South America Office: Middle East Office:

7401 Commercial Blvd, East Daniel Cabrera Garay, Manager Noreen Rehman, Office Manager

Arlington, Texas 76001 El Salvador 275 Santa Patricia 702- Siddiq Trade Centre, 72- Main Boulevard,
United States of America La Molina, Lima Gulberg Lahore, Pakistan

Phone: +1817 4729922 Phone: +51 16551134 Phone: +92 42 357 87689

Fax: +18174725878 Cell: +51986612443 Cell: +92333 4553350

E-mail: info@iso-therm.com E-mail: daniel@iso-therm.com E-mail: noreen@iso-therm.com

www.iso-therm.com



