
Shell and Plate Thermosyphon Oil Cooler
Round corrugated plates are precision laser welded to create a plate pack that is inserted and welded 
in a shell. These specially designed plates with various chevron angle combinations result in a highly 

efficient cooler. 
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IPS-80-10 2 3/4 1 1/2 14 5 54 1.4
IPS-80-14 2 3/4 1 1/2 14 7 76 1.3
IPS-80-18 2 3/4 1 1/2 14 10 108 1.4
IPS-80-26 2 1 2 14 15 162 1.5
IPS-80-34 2 1 2 14 20 216 1.6
IPS-80-40 2 1 2 14 25 270 1.5
IPS-80-48 2 1 1/2 2 1/2 14 30 324 1.5
IPS-80-54 2 1 1/2 2 1/2 14 35 378 1.6

IPS-180-26 4 1 1/2 2 1/2 22 40 432 3.4
IPS-180-30 4 1 1/2 2 1/2 22 45 486 3.2
IPS-180-34 4 1 1/2 2 1/2 22 50 540 3.1
IPS-180-38 4 2 3 22 60 648 3.5
IPS-180-50 4 2 3 22 80 864 3.6
IPS-180-62 4 2 3 22 100 1080 3.6

Based on Oil inlet temperature of 170° F; Oil outlet temperature of 120° F; Ammonia temperature of 95° F


